
 To install a Spring Cartridge
Depress bushing and slip the spring loaded 
cartridge in place. Perform this simple 
operation in the field in minutes.

kasOn 217 eDGemOunt hInGe

kasOn 218 eDGemOunt hInGe

• Interchangeable for right or left
• Adjustable up to 3/16"
• Heavy duty hinge
• Chrome plated
• Drilled and countersunk for #10 screws

ITEM # DESCRIPTION
22-217-07 Edgemount Hinge and Cover 7/8" Offset. Total Hinge Depth 1"
22-217-11 Edgemount Hinge and Cover 1-1/8" Offset. Total Hinge Depth 1-1/4"
22-217-13 Edgemount Hinge and Cover 1-3/8" Offset. Total Hinge Depth 1-1/2"
22-217-C Cover only
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ITEM # DESCRIPTION
22-218-07 Edgemount Hinge with Spring Cartridge 7/8" Offset. Total Hinge Depth 1"
22-218-11 Edgemount Hinge with Spring Cartridge 1-1/8" Offset. Total Hinge Depth 1-1/4"
22-218-13 Edgemount Hinge with Spring Cartridge 1-3/8" Offset. Total Hinge Depth 1-1/2"
22-218-S Spring Cartridge only

• Interchangeable for right or left
• Adjustable up to 3/16"
• Heavy duty hinge
• Chrome plated
• Drilled and countersunk for #10 screws
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